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1. Parts and Functions 


] 


0 


Function 


Se = 
Micro USB charge interface 


Power switch /LED | 
luminance control — | 
LED indicator light / reset 


‘Shoot / recording 


Focal length setting idler 
wheel 


LED light source | 


1.1 Functions of various parts and operation instructions, 

Micro USB charge interface: when the device has low power, please connsst it 
10 the charger to charge i it is mot suggested to use the device during charging (in 
onder not 16 reduce the service life of the device banery). 

Power smile / LED luminance adjustment: long pos the key for 2-35 to start 
‘the device, and the blue LED indicator light is normally on (this process lasts for 
about 3-50); at the moment, please the Wifi of your 1OS/Android device to find a Wifi 
hotspot (unencrypted) with the prefix of "Cam XXXXXX". Under the working mode, 
press the key to adjust the uminance of the LED lighting soure. 

LFD indicator ight / reset: this indicator Hight is used for indicating the working 
state of the device. Under the working state, the blu light is normally on; when the 
battery has low power, he blue light sarts fhckering tll the device automatically gues 
ff is also usad as hard roset key, and when the device has abnormality during 
operation. please press the key to forcedly tum off the device (noe: for starting the 
device after sanden. please long pres» tbe Start up/Shut down key apain ) 

‘Shoot / recording: under the working state of the device click this key t take a 
picture and atomically save it. Long press this key for 2 to enter the recording 
mode, and loosen 1t to keep the recording state. thea, kong press for 28 and ons i 10 
exit from the recording mode and save the video recorded during this period 
Aflerward, you may check the video in your OS/Android device. 

Focal length setting ide wheel: under the working state of the device, rotate this 
te whee! to adjust he focal length and focus on the object to be shot 

LED light source: please use the luminance adjustment key to adjust the 
aminanee of the LED light source am four levels cyclically From dark level 1o bright 
level ul this function is mumed of the default luminance during starting-up isthe 
darkest level. 


2.Use of Wifi Digital Microscope in Your OS/Android 
Device 


1 Download APP 


105: search iWeiCamers in the App store, download and install it: or, scan the 
following QR cade to select 105 version for installation 

Android: scan the following OR code to select Android (Google play) version 
(international user) or Android (China) version (Chinese user), download and 
‘nal it or input he following URL in the browser, download and install it 


JwAndroid Downloading OR Code 


‘Or input the following URL in the browser to download the App, 


heat ee uric ht ARASPRSE arot 
{ype Lakoy-4hbis 15797 INT ORIYA 05716 
(APP leon) APP keom) 


2.2 Start the device 
Long press the Sturt up/Shut-down hey of the device for 2-65 start the device 
atter the blue light is normaly on. 
2.3 Connect Wifi digital microscope to your iOS/Android device 
(Open Wifi sening of the OS/Android device, and open Wifi to find the Wifi 
hotspot (unencrypted) with the prefix of "Cam-XXXXXX", and click it for 


connection, and retum 1o the main imerface of the (OS/Andid device after 
accent rmaecton. 
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24 Introduction to APP interface and application 


Open the APP and enter the APP main interface 


Hep: click it 20 check 


1 company information, APP venson. EW versoo and 
the ret operation manual 

Preview: click iw check the rete picture of the device and operate the 
device 


es click 110 check the existing pictures and video flex 


A2 Menu interface preview 


243 Functional description for the keys 
Return: cick 1 etm 10 the previous mterface. 
qposure decrease: click i race exposure (used im bright ight 
Automatic exposure: click for automatic exposure 
exposure inereane chek i mreee the exposure (used in netic gh 


nom out hick nom out the picture (used den the picture 1s 100 large. 
‘he default vale the minimum picture) 

Zoom ins lick nt to zoom an the picture (sed w 

Central tabet: click i 1 label the central point 


Shot: click tt take å pie 


the picture ito small 


Recording: cick record a vide stop recording 


må picture contrast mode 


review interface, press onthe seen and slide Jeftvards 10 drag out the 


resolution and picture costa mode setting from the right side 


Resolution setting 


4407360: cick 1o select the 


145 File mens 


(ick the file memu to check or delte the hot pictures or videon. 


For any problem, please contact the Company. 
The Company reserves the final interpretation right. 


